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A platform for sharing, an ecosystem of  trust.



Transport Cooler for Biological Products 

Transport Cooler for Infectious Materials

Logistics Cold Chain Transport Cooler
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Mini ULT Freezer 17

 Temperature Range 0~10oC

 Temperature Range -25~25

 Temperature Range -80~-40
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 Temperature Range -135 ~-196

Liquid Nitrogen Storage System

Vaccine Transport Cooler 11

Medical Transport Cooler 12

Portable Transport Cooler 13

Temperature Range-20~10oC
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Transport Cooler for Biological Products 
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Active Cooling Solution

HZY-8Z/8ZA HZY-15Z/15ZA

·

·

·

·

·

·

Product Features

Semiconductor for active cooling, energy saving and environmental protection.

2~6 oC precise temperature control, suitable for storage of biological products such as blood, medicines 
and reagents etc.

·

Low Noise

·

Easy to Clean

·

·

 Temperature Range 0~10oC
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Transport Cooler for Biological Products 

Passive Cooling Solution

·

·

·

·

·

·

·

·

·

·

Product Features

Product Features

Embedded with 4 oC phase change PCM ice pack for cold storage, providing long 

·

·

Multiple Fault Alarms, Making It Safer to Use.

4 °C  PCM Ice Pack

HZY-5B

·

·

·

·

·

·

·

Product

HZY-35B



Model HZY-15Z

o

o
2~10

520×300×270

430×150×180

15 

HZY-8Z

2~10

8 

HZY-5B 

/

2~10

2/3

5 

/  

2o 2o o
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Transport Cooler for Biological Products 
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Transport Cooler for Biological Products 

HZY-8ZA

2~10

4/5

230×140×170

8 

Y

/

o  o o

/

HZY-15ZA

2~10

520×300×270

430×150×180

15 

Y

Y

HZY-35B

/

2~10

9/12

35 

/

/

HZY-35B

/ / Y



Transport Cooler for Infectious Products 
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Packaging System

·

·

·

Main container

Auxiliary container

Outer packaging

Three-layer packaging:

HZY-8 HZY-15

Active Cooling

Transport Cooler for the Infectious Material
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Transport Cooler for Infectious Products 

Auxiliary Container

o o

Active semiconductor cooling, energy saving and environment friendly

-

Multiple fault alarms, safer to use

Precise temperature control
o o

o o

o o

Built-in, 4oC phase change PCM, ice row cooling, long-term insulation after power failure, to 
ensure the safety of specimen

The power supply is equipped with a car cigarette lighter plug, which is convenient for vehicle 
transport

2
6

Product Advantages



Transport Cooler for Infectious Materials

Passive Cooling

Product Advantages

Passive cooling, long heat preservation time, suitable for air transportation;

PCM ice row, frozen at 4oC, to ensure the safety of specimen storage;

The shell is made of aluminum-magnesium alloy, with high strength; Meeting the P620 packaging 

Auxiliary Container

o o
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Transport Cooler for Infectious Materials

Use

430 150 180

520 300 270

2-10

1

2

Model HZY-10B (P620) HZY-10B (P650)

Model HZY-8Z HZY-15Z

230 140 170

320

2-10

1

2

345 225 182

3

2-10

7

345 225 182

430 312 272

8

2-10

8

9810



Vaccine Transport Cooler

- -

Scope of Application

6 Liter/12 Liter/20 Liter/ 30 Liter

PP

2~8 2~82~8 2~8 2~8

12

PP

20

PP

30

PP

Model 

o

QBLL0606 QBLL0812 QBLL0820 QBLL0830

11
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High strength material, anti-collision, non-toxic and harmless, 

temperature monitoring more intuitive.

operate.

preservation.

Model FS-12LS FS-18LS FS-35LS FS-54LS FS-100L FS-110L

Temperature Range (°C)

Duration (h)

Net Weight (kg)

Exterior Dimensions
(W*D*H)(mm)

Interior Dimensions
(W*D*H)(mm)

0-10

440*262*308

325*170*225

4

6.2

0-10

440*262*308

363*203*244

4

6.5

0-10

570*305*365

475*245*270

4

9.5

0-10

615*395*450

520*310*355

4

18.5

0-10

680*500*540

580*400*440

4

18

0-10

832*515*524

732*421*425

4

19

Typical Application 

Medical Transport Cooler
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ALG50

Portable Transport Cooler

 Temperature Range -20~10oC
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Portable Transport Cooler

Climate Type 

Refrigerant

Insulation Material

Voltage Power Supply

Power Consumption 

Model

50

55

R134a

ALG50

70

R134a

, , 

115

70

R134a

, 

mm

mm
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Logistics Cold Chain Transport Cooler

BW25-8AModel

Exterior Dimensions (W*D*H)(mm)

Temperature Range (°C)

Net Weight (kg)

Gross Weight (kg)

Recorder Monitoring

Heat Insulating Material

Insulation Thickness (mm)

BW25-12A BW50-12A BW25-18A BW25-36A BW50-36A BW25-64A

-25~-15/2~8/
15~25/-90~-60

-25~-15/2~8/
15~25/-90~-60

-25~-15/2~8/
15~25/-90~-60

-25~-15/2~8/
15~25/-90~-60

 -25~-15/2~8/
15~25/-90~-60

-25~-15/2~8/
15~25/-90~-60

-25~-15/2~8/
15~25/-90~-60

455*295*295 410*345*355 470*400*410 510*350*355 515*450*460 575*510*510 590*525*525

Packing Dimensions (W*D*H)(mm)

Interior net Dimensions (W*D*H)(mm)

546*381*389 504*436*444 560*492*500 607*439*447 609*541*549 665*597*605 679*611*619

310*215*215 270*270*270 270*270*270 370*270*270 370*370*370 370*370*370 440*440*440

4 4.8 9.8 5.6 8.2 16.4 11

6 6.8 12.5 8.2 11.2 20 14.8

VIP VIP VIP VIP VIP VIP VIP

Optional Optional Optional Optional Optional Optional Optional

25 25 50 25 25 50 25

1.5 1.6 0.75 1.85 2.5 1.5 2.7

1 1 1 1 2 2 2

270*175*175
(8L)

230*230*230
(12L)

230*230*230
(12L)

330*230*230
(18L)

330*330*330
(36L)

330*330*330
(36L)

400*400*400
(64L)

Check the insulation status at any time
Real-time upload setting parameters, operation parameters, oper-
ation curve, alarm record and event record. Monitor the operation 

The product adopts VIP insulation technology which has an insula-

Light weight, easy to carry
Light product with ergonomic design is easy to carry.

-80

-70

-50

-40

0 5 9 13 17 21 25 29 33 37 39 42 44 47 49 52 55 57 Time/h

Time/h

Upper center point 
Middle center point 
Lower center point

Upper center point Middle center point

Dry-bulb temperature Wet-bulb temperature

Lower center point

Temperature/°C

Temperature/°C

VIP

Hollow outer box

PCM ice pack

0 12 18 24 30 42 48 54 72 78 84 90 102 108 114 120 132 138 144 150

Temperature Curve Data: 150hrs

Product Advantages

Intelligent Control Cold Chain Transport Cooler

 Temperature Range -25~-10 /2-8/15-25oC
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Logistics Cold Chain Transport Cooler

Model
Exterior Dimension

(W*D*H mm)
Interior Dimension

 (W*D*H mm)
Capacity

(L)
Door

Foam
Materials

Compressor
Basket Load 
Bearing(KG)

Working 
Mode

Outer Shell/
Inner Liner

Condenser/
Evaporator

HZY-40Z 33 LBA

Controller Light UV Lamp
Net Weight

(KG)
Temperature

Range(ºC)
Power Supply Max power

 (W)

Power
Consumption

(Kwh/24h)

Electro-
magnetic

Lock 
USB

LE  1  1 42 -20 to 22 90 1 ti l 

at f

T f s t a f

s

Tilt Protection Function

Integrated Main Body

Multiple Power Supply

Product Advantages

Active Cooling

HZY-40Z

 Temperature Range -20~22oC



Moderna Vaccine Transport Solutions (-25 to -15o

Logistics Cold Chain Transport Cooler

PCM

-25 ~ -15

455*295*295

270*175*175

6

56h

10

100

1000

PCM

-25 ~ -15

410*345*355

230*230*230

6.8

48h

16

160

1600

PCM

-25 ~ -15

470*400*410 

230*230*230

12.5

120h

16

160

1600

PCM

-25 ~ -15

510*350*355 

330*230*230

8.2

68h

28

280

2800

PCM

-25 ~ -15

515*450*460 

330*330*330

11.2

70h

56

560

5600

PCM

-25 ~ -15

575*510*510

330*330*330

20 

150h

56

560

5600

PCM

-25 ~ -15

590*525*525

400*400*400

14.8

86h

114

1140

11400

Compressor

-20 ~ -15

800*550*505

377*348*285

61

6h

58

580

5800

BW25-8AModel

Temperature Range (oC)

Gross weight (kg)

Hold Over Time (h)

BW25-12A BW50-12A BW25-18A BW25-36A BW50-36A BW25-64A HZY-40Z

PCM

2 ~ 8

455*295*295

270*175*175

6

60h

10

100

1000

PCM

2 ~ 8

410*345*355

230*230*230

6.8

50h

16

160

1600

PCM

2 ~ 8

470*400*410 

230*230*230

12.5

130h

16

160

1600

PCM

2 ~ 8

510*350*355 

330*230*230

8.2

72h

28

280

2800

PCM

2 ~ 8

515*450*460 

330*330*330

11.2

72h

56

560

5600

PCM

2 ~ 8

575*510*510

330*330*330

20

168h

56

560

5600

PCM

2 ~ 8

590*525*525

400*400*400

14.8

96h

114

1140

11400

Compressor

2 ~ 8

800*550*505

377*348*285

61

6h

58

580

5800

BW25-8AModel

Temperature Range (oC)

Gross weight (kg)

Hold Over Time (h)

BW25-12A BW50-12A BW25-18A BW25-36A BW50-36A BW25-64A HZY-40Z

AstraZeneca Vaccine Transport Solutions (2 to 8o

PPCM

2 ~ 8

455*295*295

270*175*175

6

60h

60

68

PCM

2 ~ 8

410*345*355

230*230*230

6.8

50h

60

110

PCM

2 ~ 8

470*400*410 

230*230*230

12.5

130h

60

110

PCM

2 ~ 8

510*350*355 

330*230*230

8.2

72h

128

154

PCM

2 ~ 8

515*450*460 

330*330*330

11.2

72h

280

315

PCM

2 ~ 8

575*510*510

330*330*330

20

168h

280

315

PCM

2 ~ 8

590*525*525

400*400*400

14.8

96h

400

618

Compressor

2 ~ 8

800*550*505

377*348*285

61

6h

240

240

BW25-8AModel

Temperature Range (oC)

Gross weight (kg)

Hold Over Time (h)

BW25-12A BW50-12A BW25-18A BW25-36A BW50-36A BW25-64A HZY-40Z

o

17



 Temperature Range -80~-40oC

Mini ULT Freezer

Net/Gross Weight
(Kg)(L)

Temp Range
(°C)

Exterior Dimensions
(W*D*H mm) 

Interior Dimensions
(W*D*H mm) Power SupplyModel

-80~-40 15 27/32

HC Energy Saving

One Unit for Multiple Applications

Lightweight

Superior Uniformity

Safety Lock Catch

-

Metal Handle

Superior Insulation Performance

Application

Product Advantages

9818



Liquid Nitrogen Storage System

Mobile Cryogenic Transfer Operation Platform

19

The unit can be used to preserve plasma and biomaterials during transportation. It is suitable for deep 
hypothermia operation and transportation of samples in hospitals, various biobanks and laboratories. High 

durability of the low temperature transport trolley.

11999

Cryopreservation 

Box

Temperature and

id Level Monitor

The Insulation Cover

can be Magnet Absorbed

Operating Bracket

Inlet System



Liquid Nitrogen Storage System

Appearance Spray Caster Design

The Insulation Cover can be Magnet AbsorbedPolymer Materials

1295×523×1095 30 105 50 300033

Product
Model

Dimensions
(L × W × H mm) (L × W × H mm) Under Tray

(L)

Maximum Storage

5×5

(ea)

10×10

(ea)

50ml
Blood Bag Boxes

(ea)

200ml
Blood Bag Boxes

(ea)

2ml
Cryopreservation Tube

(ea)

Touch Screen USB Data Export Real Time Monitoring

 

Product Advantages

Technical Parameters


