
ÐÀÁÎ×ÈÅ ÑÒÀÍÖÈÈ



ÇÀÙÈÒÀ ÏÐÎÄÓÊÒÀ

WORKSTATIONS

Âñ¸ óïðàâëåíèå áîêñîì îñóùåñòâëÿåòñÿ ñ ïîìîùüþ öâåòíîãî ñåíñîðíîãî  
äèñïëåÿ:
– Âûáîð è íàñòðîéêà ðåæèìîâ âîçäóøíîãî ïîòîêà 
(ïîäãîòîâèòåëüíûé, ðàáî÷èé, ýêîíîìè÷íûé, ïîääåðæàíèå ÷èñòîòû).
– Óñòàíîâêà âðåìåíè àâòîìàòè÷åñêîãî âêëþ÷åíèÿ áîêñà (ïîçâîëÿåò 
îáåñïå÷èòü ãîòîâíîñòü áîêñà ê íà÷àëó ðàáî÷åãî äíÿ).
– Âûáîð òåìïåðàòóðû ïîäîãðåâàåìîé ïîâåðõíîñòè (â ñëó÷àå 
óñòàíîâêè äâóõ ïîâåðõíîñòåé òåìïåðàòóðà çàäàåòñÿ îòäåëüíî äëÿ 
êàæäîé).

Áîêñû îñíàùåíû  ÍÅÐÀ ôèëüòðàìè Í14, ñîîòâåòñòâóþùèìè 
Åâðîïåéñêîìó Ñòàíäàðòó ÅN 1882-1  è îáåñïå÷èâàþùèìè î÷èñòêó 
âîçäóõà ñ ýôôåêòèâíîñòüþ  99,995% äëÿ ÷àñòèö ðàçìåðîì 0,3 ìêì. 

Áàçîâàÿ êîìïëåêòàöèÿ áîêñà äîïîëíåíà óãîëüíûì ôèëüòðîì,  
îáåñïå÷èâàþùèì î÷èñòêó âîçäóõà îò ëåòó÷èõ îðãàíè÷åñêèõ ñîåäèíåíèé. 
Çàìåíà ôèëüòðà ëåãêî îñóùåñòâëÿåòñÿ áåç ïðèâëå÷åíèÿ ñïåöèàëèñòîâ.

Ñïåêòð  ñâåòîäèîäíîãî îñâåùåíèÿ ðàáî÷åé ïîâåðõíîñòè áîêñîâ íå 
ñîäåðæèò óëüòðàôèîëåòîâóþ ñîñòàâëÿþùóþ.

Íèçêèé óðîâåíü àêóñòè÷åñêîãî øóìà è ìèíèìàëüíàÿ âèáðàöèÿ çà ñ÷¸ò 
èñïîëüçîâàíèÿ ðàäèàëüíûõ ìàëîøóìíûõ EC âåíòèëÿòîðîâ ñîçäàþò 
êîìôîðòíûå  óñëîâèÿ  ïðè  äëèòåëüíîé  ðàáîòå  ýìáðèîëîãà. 

ÐÀÁÎ×ÈÅ ÑÒÀÍÖÈÈ (ÁÎÊÑÛ) ðàçðàáîòàíû ñïåöèàëüíî äëÿ 
ëàáîðàòîðèé ýêñòðàêîðïîðàëüíîãî îïëîäîòâîðåíèÿ (ÝÊÎ). 

Ñîçäàíèå îñîáî ÷èñòîé âîçäóøíîé ñðåäû â ðàáî÷åé êàìåðå 
áîêñà îáåñïå÷èâàåò íàäåæíóþ çàùèòó òåõíîëîãè÷åñêîãî 
ïðîöåññà, ñâîäÿ ê ìèíèìóìó ðèñê ìèêðîáíîé êîíòàìèíàöèè 
ïðè ðàáîòå ñ  îîöèòàìè,  ýìáðèîíàìè è ïðîâåäåíèè  èññëå-
äîâàíèé   â  îáëàñòè  âñïîìîãàòåëüíûõ  ðåïðîäóêòèâíûõ  
òåõíîëîãèé  (ÂÐÒ). 

Control 
of the light 
brightness

Oblique illumination 
with adjustable 
angle of arrival

Ôðîíòàëüíîå ñòåêëî 
èçãîòîâëåíî 
ñ ïðîðåçüþ ïîä 
ìèêðîñêîï. 
Ôîðìà, ðàçìåð è 
ðàñïîëîæåíèå ïðîðåçè 
ïî ñîãëàñîâàíèþ
ñ çàêàç÷èêîì 

Smooth monolith 
tabletop of 
stainless steel 
without cavities 
in the areas of 
heated tabletop

Integrated light 
source with heated glass 

Two  workplaces Âñòðîåííûé
ìîíèòîð 21.5"
(îïöèÿ)

Ñåíñîðíûé ýêðàí

1200 ìì 1500 ìì 1800 ìì

Îäíî 
ðàáî÷åå ìåñòî

Äâà 
ðàáî÷èõ ìåñòà

ÑÕÅÌÀ  ÂÎÇÄÓØÍÛÕ  ÏÎÒÎÊÎÂ 

ÐÀÁÎ×Àß  ÑÒÀÍÖÈß  äëÿ  ÝÊÎ

ÁÀÂíï-01-«Ëàìèíàð-Ñ»-1,2 
ÇÀÙÈÒÀ ÏÐÎÄÓÊÒÀ

ÄÎÏÎËÍÈÒÅËÜÍÛÅ ÎÏÖÈÈ: 
Ñèñòåìà ïîäâîäêè ãàçîâ è âàêóóìà
Ëàìïà óëüòðàôèîëåòîâîãî èçëó÷åíèÿ
Âñòðàèâàåìûé ìîíèòîð
Äîïîëíèòåëüíûå ðîçåòêè

Â êà÷åñòâå äîïîëíèòåëüíîé îïöèè ëàìïà ÓÔÎ  ðàñïîëàãàåòñÿ íà çàäíåé 
ñòåíêå ðàáî÷åé êàìåðû. Âðåìÿ ðàáîòû ëàìïû çàäàåòñÿ ñ ïîìîùüþ  
öâåòíîãî ñåíñîðíîãî äèñïëåÿ.

ÐÀÁÎ×Àß ÑÒÀÍÖÈß äëÿ ÝÊÎ
Ñ  ËÀÌÈÍÀÐÍÛÌ  ÏÎÒÎÊÎÌ 

ÂÎÇÄÓÕÀ  

Cabinet control is exercised with the help of the color touchscreen:
– Selection and adjustment of the airflow settings (setting up, operating, 
economy, purity maintaining modes)
– Setting of the automatic start of the cabinet (guarantees readiness of the 
cabinet for operation by the beginning of the workday)
– Setting of the tabletop heating temperature (in configurations with two 
heating surfaces, temperature is set up separately for each)

Cabinets are supplied with HEPA filters H14 complied to the European 
Standard ÅN 1882-1 and providing air cleanliness with efficiency 99,995% for 
particles sized 0,3 um.

Standard features of the laminar flow cabinet are enhanced with a charcoal 
filter purifying air from volatile organic components. Filter substitution is 
easily performed without specialist's help.

LED lights specter in the working area excludes UV component.

Built-in system for premixed gas supply and moisturization.

Low level of the acoustic noise and minimal vibration due to radial noise free 
EC fans create comfortable conditions for a longtime work of the 
embryologist.

Cut-out for 
the microcope 
(shape, size 
and location to 
be discussed)

Ãëàäêàÿ öåëüíàÿ 
ñòîëåøíèöà èç 
íåðæàâåþùåé 
ñòàëè áåç óñòóïîâ 
â ìåñòàõ óñòàíîâêè 
ïîäîãðåâàåìîé 
ïîâåðõíîñòè

Ðåãóëÿòîð ÿðêîñòè 
îñâåòèòåëÿ

Èíòåãðèðîâàííûé îñâåòèòåëü 
ñ ïîäîãðåâàåìûì ñòåêëîì

Ðåãóëÿòîð
óãëà îñâåùåíèÿ

Äâà ðàáî÷èõ ìåñòà

Âñòðîåííàÿ 
ñèñòåìà ïîäà÷è 
è óâëàæíåíèÿ 
ãàçîâîé ñìåñè



ÎÑÍÎÂÍÛÅ   ÕÀÐÀÊÒÅÐÈÑÒÈÊÈ 
Êëàññ  ÷èñòîòû   âîçäóõà  â  ðàáî÷åé  êàìåðå 
ïî  êîíöåíòðàöèè  âçâåøåííûõ  ÷àñòèö  (àýðîçîëåé)  ïî  ÃÎÑÒ  ÈÑÎ  14644-1-2002   

1200  ìì

ÕÀÐÀÊÒÅÐÈÑÒÈÊÈ  ÏÎÄÎÃÐÅÂÀÅÌÛÕ  ÏÎÂÅÐÕÍÎÑÒÅÉ

Òî÷íîñòü  ïîääåðæàíèÿ  çàäàííîé  òåìïåðàòóðû, °Ñ

Êëàññ  óñòàíîâëåííûõ  HEPA-ôèëüòðîâ  ñîãëàñíî  ÃÎÑÒ Ð  ÅÍ  1822 -1-2010

Ñðåäíÿÿ  ñêîðîñòü  íèñõîäÿùåãî  âîçäóøíîãî  ïîòîêà  â  ðàáî÷åì ðåæèìå/â ðåæèìå 50%,  ì/ñ

Îñâåù¸ííîñòü ðàáî÷åé çîíû (èíòåãðàëüíîå çíà÷åíèå, îïðåäåëåííîå ïî âñåé ïëîùàäè ðàáî÷åé çîíû), 
Ëê, íå ìåíåå

0,40

ÀÊëàññ ÷èñòîòû âîçäóõà â ðàáî÷åé êàìåðå ïî êîíöåíòðàöèè âçâåøåííûõ ÷àñòèö (àýðîçîëåé) ïî ÃÎÑÒ Ð 52249

2000

ÎÑÍÎÂÍÛÅ   ÏÀÐÀÌÅÒÐÛ   È  ÐÀÇÌÅÐÛ

Ãàáàðèòíûå ðàçìåðû áîêñà ñ ïîäñòàâêîé (ØõÃõÂ), ìì 

Ðàçìåðû  ðàáî÷åé  êàìåðû (ØõÃõÂ),  ìì  

Ñóììàðíàÿ ìàêñèìàëüíî äîïóñòèìàÿ íàãðóçêà íà áëîêè ðîçåòîê, Âò, íå áîëåå

Ìîùíîñòü, ïîòðåáëÿåìàÿ áîêñîì îò ñåòè 
(áåç ó÷åòà íàãðóçêè íà âñòðîåííûå áëîêè ðîçåòîê , Âò, íå áîëåå

1200õ760õ1915

1130õ630õ660

1000

990

Ðåæèìû ðàáîòû:
Ïîäãîòîâêà ê ðàáîòå –  î÷èñòêà (ïðîäóâêà)........................................................................
Ðàáî÷èé ðåæèì........................................................................................................................
Ðåæèì ïîääåðæàíèÿ ÷èñòîòû................................................
Ðåæèì ýêîíîìè÷íûé ............................................................................................................................................................

ìàêñèìàëüíàÿ ìîùíîñòü âåíòèëÿòîðà â òå÷åíèå 1 ìèí
óñòàíîâëåííàÿ ðàáî÷àÿ ñêîðîñòü âîçäóøíîãî ïîòîêà

âåíòèëÿòîð â ðåæèìå ýêîíîìèè, îñâåùåíèå è îñòàëüíûå ôóíêöèè âûêëþ÷åíû
50%  ìîùíîñòè âåíòèëÿòîðà  

Äèàïàçîí  çàäàâàåìîé  òåìïåðàòóðû, °Ñ

Âûõîä íà ðàáî÷èé ðåæèì ê îïðåäåë¸ííîìó âðåìåíè çàäà¸òñÿ òàéìåðîì

5 ISO

1500    ìì 1800    ìì

1500õ760õ1870

1425õ630õ640

1000

980

1800õ760õ1870

1730õ630õ640

1000

940

LAMSYSTEMS CC  
Turgoyak Road, 2/4, Miass, 
Chelyabinsk region, 456300, Russia
Phone/Fax: +7 3513 255 255
sale@lamsys-euro.com      

contaminated air
room air
clean (filtered) air

ÂÀÐÈÀÍÒÛ ÐÀÑÏÎËÎÆÅÍÈß È ÊÎÌÏÎÍÎÂÊÈ ÐÀÁÎ×ÈÕ ÏÎÂÅÐÕÍÎÑÒÅÉ:

WORKSTATIONS

Âîçìîæíî ðàçìåùåíèå â “çåðêàëüíîì” îòîáðàæåíèè.

BMT Ltd
Butlerova 17 str, Moscow, 117342, Russia
Phone +7 495 504 15 52
info@bmtltd.ru

EXELUSIVE  DEALER

ÑÕÅÌÀ  ÂÎÇÄÓØÍÛÕ  ÏÎÒÎÊÎÂ 

ÐÀÁÎ×Àß ÑÒÀÍÖÈß äëÿ ÝÊÎ

ÁÀÂíï-01-«Ëàìèíàð-Ñ»-1,2 
ÇÀÙÈÒÀ ÏÐÎÄÓÊÒÀ

Â êà÷åñòâå äîïîëíèòåëüíîé îïöèè ëàìïà ÓÔÎ  ðàñïîëàãàåòñÿ íà çàäíåé 
ñòåíêå ðàáî÷åé êàìåðû. Âðåìÿ ðàáîòû ëàìïû çàäàåòñÿ ñ ïîìîùüþ  
öâåòíîãî ñåíñîðíîãî äèñïëåÿ.

Ñ  ËÀÌÈÍÀÐÍÛÌ  ÏÎÒÎÊÎÌ   
ÂÎÇÄÓÕÀ  

îò +35 äî 

ÀÐÒÈÊÓË 1R-D.006-12.0 1R-D.006-15.0 1R-D.006-18.0

/0,25



Êëàññ II  Òèï A2

1500 ìì

ÇÀÙÈÒÀ ÎÏÅÐÀÒÎÐÀ, 
ÎÊÐÓÆÀÞÙÅÉ ÑÐÅÄÛ È ÏÐÎÄÓÊÒÀ

WORKSTATIONS

Workstations (cabinets) are specially designed for laboratories 
of In Vitro Fertilization (IVF).

High pure air environment in the cabinet chamber provides 
solid protection of the technological process and minimizes 
the risk of microbial contamination when working with 
oocytes and embryos and doing research in Assisted 
Reproductive Technologies (ART).

Âñ¸ óïðàâëåíèå áîêñîì îñóùåñòâëÿåòñÿ ñ ïîìîùüþ öâåòíîãî ñåíñîðíîãî  
äèñïëåÿ:
– Âûáîð è íàñòðîéêà ðåæèìîâ âîçäóøíîãî ïîòîêà (ïîäãîòîâèòåëüíûé, 
ðàáî÷èé, ýêîíîìè÷íûé, ïîääåðæàíèå ÷èñòîòû).
– Óñòàíîâêà âðåìåíè àâòîìàòè÷åñêîãî âêëþ÷åíèÿ áîêñà (ïîçâîëÿåò 
îáåñïå÷èòü ãîòîâíîñòü áîêñà ê íà÷àëó ðàáî÷åãî äíÿ).
– Âûáîð òåìïåðàòóðû ïîäîãðåâàåìîé ïîâåðõíîñòè (â ñëó÷àå óñòàíîâêè 
äâóõ ïîâåðõíîñòåé òåìïåðàòóðà çàäàåòñÿ îòäåëüíî äëÿ êàæäîé).

Áîêñû îñíàùåíû  ÍÅÐÀ ôèëüòðàìè Í14, ñîîòâåòñòâóþùèìè 
Åâðîïåéñêîìó Ñòàíäàðòó ÅN 1882-1  è îáåñïå÷èâàþùèìè î÷èñòêó âîçäóõà 
ñ ýôôåêòèâíîñòüþ  99,995% äëÿ ÷àñòèö ðàçìåðîì 0,3 ìêì. 

Áîêñ II êëàññà òàêæå ìîæåò áûòü îñíàùåí óãîëüíûì ôèëüòðîì â 
êà÷åñòâå äîïîëíèòåëüíîé îïöèè. Ïðîöåäóðà çàìåíû ôèëüòðîâ ïîäðîáíî 
îïèñàíà â ðóêîâîäñòâå ïîëüçîâàòåëÿ. 

Ñïåêòð  ñâåòîäèîäíîãî îñâåùåíèÿ ðàáî÷åé ïîâåðõíîñòè áîêñîâ íå 
ñîäåðæèò óëüòðàôèîëåòîâóþ ñîñòàâëÿþùóþ.

Íèçêèé óðîâåíü àêóñòè÷åñêîãî øóìà è ìèíèìàëüíàÿ âèáðàöèÿ çà ñ÷¸ò 
èñïîëüçîâàíèÿ ðàäèàëüíûõ ìàëîøóìíûõ EC âåíòèëÿòîðîâ ñîçäàþò 
êîìôîðòíûå  óñëîâèÿ  ïðè  äëèòåëüíîé  ðàáîòå  ýìáðèîëîãà. 

Âûñîêî÷óâñòâèòåëüíûå îïòè÷åñêèå äàò÷èêè êîíòðîëèðóþò ïîëîæåíèå 
ïîäâèæíûõ è ñú¸ìíûõ äåòàëåé (ôðîíòàëüíîãî ñòåêëà,  âûäâèæíîãî 
áëîêà ÓÔÎ),  âëèÿþùèõ íà çàùèòíûå ñâîéñòâà áîêñà.Äëÿ óäîáñòâà îáðàáîòêè è äåçèíôåêöèè 

ïîääîíà öåëüíàÿ ñòîëåøíèöà 
ïîäíèìàåòñÿ íà ãàç-ëèôòàõ 

Ãëàäêàÿ öåëüíàÿ ñòîëåøíèöà èç íåð-
æàâåþùåé ñòàëè áåç óñòóïîâ â ìåñòàõ 
óñòàíîâêè ïîäîãðåâàåìîé ïîâåðõíîñòè

Øòîðêà äëÿ
ìèêðîñêîïà

Ëàìïà ÓÔÎ 
ðàñïîëîæåíà 
â âûäâèæíîì 
áëîêå, íàõîäèòñÿ 
âíå ðàáî÷åé 
êàìåðû è  
íå ìåøàåò 
âîçäóøíîìó 
ïîòîêó âî âðåìÿ 
ðàáîòû

Èíòåãðèðîâàííûé 
îñâåòèòåëü 
ñ ïîäîãðåâàåìûì 
ñòåêëîì

Âñòðîåííûé
ìîíèòîð 21.5"
(îïöèÿ)

ÐÀÁÎ×ÈÅ ÑÒÀÍÖÈÈ (ÁÎÊÑÛ) ðàçðàáîòàíû ñïåöèàëüíî äëÿ 
ëàáîðàòîðèé ýêñòðàêîðïîðàëüíîãî îïëîäîòâîðåíèÿ (ÝÊÎ). 

Ñîçäàíèå îñîáî ÷èñòîé âîçäóøíîé ñðåäû â ðàáî÷åé êàìåðå 
áîêñà îáåñïå÷èâàåò íàäåæíóþ çàùèòó òåõíîëîãè÷åñêîãî 
ïðîöåññà, ñâîäÿ ê ìèíèìóìó ðèñê ìèêðîáíîé êîíòàìèíàöèè 
ïðè ðàáîòå ñ  îîöèòàìè,  ýìáðèîíàìè è ïðîâåäåíèè  èññëå-
äîâàíèé   â  îáëàñòè  âñïîìîãàòåëüíûõ  ðåïðîäóêòèâíûõ  
òåõíîëîãèé  (ÂÐÒ). 

ÐÀÁÎ×Àß ÑÒÀÍÖÈß äëÿ ÝÊÎ

Cabinet control is exercised with the help of the color touchscreen:
– Selection and adjustment of the airflow settings (setting up, operating, 
economy, purity maintaining modes)
– Setting of the automatic start of the cabinet (guarantees readiness of the 
cabinet for operation by the beginning of the workday)
– Setting of the tabletop  heating temperature (in configurations with two 
heating surfaces, temperature is set up separately for each)

Cabinets are supplied with HEPA filters H14 complied to the European Standard 
ÅN 1882-1 and providing air cleanliness with efficiency 99,995% for particles 
sized 0,3 um.

Standard features of the laminar flow cabinet are enhanced with a charcoal 
filter purifying air from volatile organic components. Filter substitution is easily 
performed without specialist's help.

LED lights specter in the working area excludes UV component.

System for premixed gas supply and moisturization.

Low level of the acoustic noise and minimal vibration due to radial noise free 
EC fans create comfortable conditions for a longtime work of the embryologist.

High precision optical sensors control location of the moving and removable 
parts (front sash, pullout UV unit) influencing cabinet's protective properties.

Ñabinet can also be supplied with charcoal filter additionally.
Monolith tabletop can be lifted 
with gas-springs for convenience 
of the disinfection process 

Smooth monolith tabletop of 
stainless steel without cavities 
in the areas of heated tabletop

Integrated light 
source with 
heated glass 

Remote light 
control

Curtain for
microscope 

Optional 
integrated 
monitor 21.5"

Ðåãóëÿòîð ÿðêîñòè 
îñâåòèòåëÿ

Âñòðîåííàÿ ñèñòåìà 
ïîäà÷è è óâëàæíåíèÿ 

ãàçîâîé ñìåñè

900 ìì

Îäíî 
ðàáî÷åå ìåñòî

1200 ìì



ÂÀÐÈÀÍÒÛ ÐÀÑÏÎËÎÆÅÍÈß È ÊÎÌÏÎÍÎÂÊÈ ÐÀÁÎ×ÈÕ ÏÎÂÅÐÕÍÎÑÒÅÉ:

ÎÑÍÎÂÍÛÅ   ÏÀÐÀÌÅÒÐÛ   È  ÐÀÇÌÅÐÛ

Ãàáàðèòíûå ðàçìåðû áîêñà ñ ïîäñòàâêîé (ØõÃõÂ), ìì

Ðàçìåðû  ðàáî÷åé  êàìåðû   (ØõÃõÂ),  ìì  

1500õ770õ2095

1405õ610õ750

1000

30

Ìîùíîñòü, ïîòðåáëÿåìàÿ áîêñîì îò ñåòè 
(áåç ó÷åòà íàãðóçêè íà âñòðîåííûå áëîêè ðîçåòîê , Âò, íå áîëåå

Áàêòåðèöèäíàÿ ëàìïà ìîùíîñòüþ, Âò

490

ÕÀÐÀÊÒÅÐÈÑÒÈÊÈ  ÏÎÄÎÃÐÅÂÀÅÌÛÕ  ÏÎÂÅÐÕÍÎÑÒÅÉ
Äèàïàçîí  çàäàâàåìîé  òåìïåðàòóðû, °Ñ

Òî÷íîñòü  ïîääåðæàíèÿ  çàäàííîé òåìïåðàòóðû, °Ñ

ÎÑÍÎÂÍÛÅ   ÕÀÐÀÊÒÅÐÈÑÒÈÊÈ 

Êëàññ  óñòàíîâëåííûõ  HEPA-ôèëüòðîâ  ñîãëàñíî  ÃÎÑÒ Ð  ÅÍ  1822 -1-2010

Êëàññ  ÷èñòîòû   âîçäóõà  â  ðàáî÷åé  êàìåðå 
ïî  êîíöåíòðàöèè  âçâåøåííûõ  ÷àñòèö  (àýðîçîëåé)  ïî  ÃÎÑÒ  ÈÑÎ  14644-1-2002   

Ñðåäíÿÿ  ñêîðîñòü  íèñõîäÿùåãî  âîçäóøíîãî  ïîòîêà  â  ðàáî÷åì ðåæèìå/â ðåæèìå 50%,  ì/ñ

Îñâåù¸ííîñòü ðàáî÷åé çîíû (èíòåãðàëüíîå çíà÷åíèå, îïðåäåëåííîå ïî âñåé ïëîùàäè ðàáî÷åé çîíû), 
Ëê, íå ìåíåå

Êëàññ  áîêñà  ñîãëàñíî  ÃÎÑÒ Ð  ÅÍ  12469 -2010, NSF/ANSI 49-2009 II

Òèï  áîêñà  ñîãëàñíî  NSF/ANSI 49-2009 À2

 1200  ìì

Ýôôåêòèâíîñòü  HEPA-ôèëüòðà  ïî ÷àñòèöàì     0,3 ìêì ñîãëàñíî  ÃÎÑÒ Ð  ÅÍ  1822 -1-2010, % 99,995

Ñòåïåíü ðåöèðêóëÿöèè âîçäóõà â áîêñå, % ~70

2000

Ñóììàðíàÿ ìàêñèìàëüíî äîïóñòèìàÿ íàãðóçêà íà áëîêè ðîçåòîê, Âò, íå áîëåå

5 ISO

1200õ770õ2095

1105õ610õ750

1000

30

390

 1500  ìì

Ðåæèìû ðàáîòû:
Ïîäãîòîâêà ê ðàáîòå –  î÷èñòêà (ïðîäóâêà)........................................................................
Ðàáî÷èé ðåæèì..........................................................................................................................
Ðåæèì ïîääåðæàíèÿ ÷èñòîòû.................................................
Ðåæèì ýêîíîìè÷íûé ............................................................................................................................................................

ìàêñèìàëüíàÿ ìîùíîñòü âåíòèëÿòîðà â òå÷åíèå 1 ìèí
óñòàíîâëåííàÿ ðàáî÷àÿ ñêîðîñòü âîçäóøíîãî ïîòîêà

âåíòèëÿòîð â ðåæèìå ýêîíîìèè, îñâåùåíèå è îñòàëüíûå ôóíêöèè âûêëþ÷åíû
50%  ìîùíîñòè âåíòèëÿòîðà  

Âûõîä íà ðàáî÷èé ðåæèì ê îïðåäåë¸ííîìó âðåìåíè çàäà¸òñÿ òàéìåðîì

WORKSTATIONSÊàññ II  Òèï A2

îò +35 äî

LAMSYSTEMS CC  
Turgoyak Road, 2/4, Miass, 
Chelyabinsk region, 456300, Russia
Phone/Fax: +7 3513 255 255
sale@lamsys-euro.com      

BMT Ltd
Butlerova 17 str, Moscow, 117342, Russia
Phone +7 495 504 15 52
info@bmtltd.ru

EXELUSIVE  DEALER

ÑÕÅÌÀ  ÂÎÇÄÓØÍÛÕ  ÏÎÒÎÊÎÂ 

ÐÀÁÎ×Àß ÑÒÀÍÖÈß äëÿ ÝÊÎ

BMT Ltd

ÀÐÒÈÊÓË 1R-B.006-12.0 1R-B.006-15.0

 900  ìì

1000õ770õ2095

905õ610õ750

1000

25

390

1R-B.006-09.0

0,2  8 /0,20 

~
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